GENERAL NOTES:

20 OVERLAY/ MAI NTENANCE
-_ CEDART.C,;\ ‘

/ .
ZTZNER | ST | Z]A
- SHERMAN L N.
/ HERI TAG
g ‘ MADRONE - |
( JOSEPHIINE 1
5 ST. MAPLE | sSTL QLSON &
GRANTS P AS S rHlGH
OLI VE scroot
ST.
: WHARTONST.
A ST

-
» CLYLDE |P

1. WORK AND MATERIALS SHALL CONFORM TO THE PROVISIONS OF THE CURRENT "OREGON STANDARD SPECIFICATIONS FOR
CONSTRUCTION” , ODOT / AMERICAN PUBLIC WORKS ASSOCIATION (APWA), UNLESS OTHERWISE COVERED BY THE
SPECIFICATIONS WRITTEN FOR THIS PROJECT OR THE "WATER STANDARDS AND SPECIFICATIONS”, THE " SEWER STANDARDS
AND SPECIFICATIONS” OR THE "STANDARD DRAWINGS” OF THE CITY OF GRANTS PASS.
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2. IN THE EVENT OF CONFLICT IN REGULATIONS AND SPECIFICATIONS GOVERNING THIS PROJECT, THE ORDER OF PRECEDENCE
IS AS FOLLOWS:

A)  CONTRACT SPECIAL PROVISIONS;

B) CONSTRUCTION PLANS;

C) CITY OF GRANTS PASS STANDARDS AND SPECIFICATIONS;
D) GENERAL NOTES;

E) ODOT/APWA SPECIFICATIONS FOR CONSTRUCTION.
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3. ALL CONSTRUCTION SHALL BE SUBJECT TO INSPECTION AND COMPLIANCE WITH THE ABOVE APPLICABLE REGULATIONS AND 2\)

SPECIFICATIONS.
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4. ALL CONTRACTORS AND SUBCONTRACTORS SHALL POSSESS A VALID STATE CONTRACTOR’S LICENSE AND A VALID CITY OF
GRANTS PASS BUSINESS LICENSE PRIOR TO COMMENCING WORK ON THIS PROJECT. ALL CONTRACTORS AND
SUBCONTRACTORS MUST ALSO BE CURRENTLY PREQUALIFIED WITH THE CITY OF GRANTS PASS FOR THE CLASS(ES) OF
WORK REQUIRED PRIOR TO ANY CONSTRUCTION.
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5. A MANDATORY PRE—CONSTRUCTION CONFERENCE OF ALL PARTIES SHALL BE HELD PRIOR TO ANY CONSTRUCTION.
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6. THE CITY OF GRANTS PASS ENGINEERING DIVISION (541-450—-6060) SHALL BE NOTIFIED 24 HOURS IN ADVANCE OF ANY

STAGE OF CONSTRUCTION. THE CITY SHALL INSPECT THE CONTRACTOR’S ACTIVITIES TO INSURE COMPLIANCE WITH THE
APPROVED PLANS.
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7. CONTRACTOR SHALL OBTAIN A CITY OF GRANTS PASS "ENCROACHMENT PERMIT” PRIOR TO COMMENCING ANY WORK.
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8. THE ENGINEER DOES NOT GUARANTEE THE COMPLETENESS OR ACCURACY OF THE EXISTING UNDERGROUND UTILITIES
SHOWN ON THESE PLANS. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR FIELD VERIFYING ANY POTENTIAL UTILITY
CONFLICTS BETWEEN EXISTING UNDERGROUND UTILITIES AND THE WORK SHOWN ON THESE PLANS. THIS INCLUDES BOTH
POTENTIAL UTILITY CONFLICTS SHOWN ON THESE PLANS AND POTENTIAL UTILITY CONFLICTS NOT SHOWN ON THESE PLANS
BUT EITHER LOCATED, FOUND OR MARKED IN THE FIELD. WHERE POTENTIAL CONFLICTS ARE FOUND, THE CONTRACTOR
SHALL TAKE WHATEVER MEASURES ARE NEEDED (INCLUDING PRELIMINARY POTHOLING OF THE UTILITIES AT THE POTENTIAL
CONFLICT LOCATION) PRIOR TO WORK IN THE AREA TO ALLOW TIME FOR THE RESPONSIBLE AGENCY TO CORRECT THE
CONFLICT (UNLESS OTHERWISE SPECIFIED ON THE PLANS). NO ADDITIONAL PAYMENT SHALL BE MADE BY THE CITY FOR
ANY EXPENSE THE CONTRACTOR MAY INCUR AS A RESULT OF HIS FAILURE TO ADEQUATELY EXPLORE, IN THE OPINION OF
THE ENGINEER, POTENTIAL UTILITY CONFLICTS.
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9. THERE SHALL BE NO DEVIATION FROM THE APPROVED PLANS UNLESS REQUESTED IN WRITING BY CONTRACTOR AND
APPROVED IN WRITING BY THE CITY.
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10. CRUSHED ROCK BASE MATERIAL SHALL BE OBTAINED FROM A SOURCE APPROVED BY THE CITY OF GRANTS PASS

CENTER
ENGINEERING DIVISION.
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11. CRUSHED ROCK BASE MATERIAL SHALL COMPLY WITH APWA/ODOT SEC. 00641 AND SEC. 02630 AND SHALL BE PLACED IN
MAXIMUM LIFTS OF SIX (6) INCHES AND SHALL BE COMPACTED TO 100% OF MAXIMUM RELATIVE DENSITY AT OPTIMUM
MOISTURE IN ACCORDANCE WITH AASHTO T—99 METHOD A WITH COURSE PARTICLE CORRECTION ACCORDING TO ODOT
TM—-223 PROCEDURE FOR THE DETERMINATION OF 100% RELATIVE MAXIMUM DENSITY OF GRANULAR MATERIALS. ———
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12. CLASS "B” TRENCH BACKFILL MATERIAL SHALL COMPLY WITH APWA/ODOT SEC. 00405.14 AND SHALL BE 3/4” CRUSHED
ROCK UNDER PAVEMENT OR IN RIGHT—OF—WAY. BACKFILL MATERIAL SHALL BE PLACED IN MAXIMUM LIFTS OF 6" AND
SHALL BE COMPACTED BY MECHANICAL MEANS TO 95% OF MAXIMUM RELATIVE DENSITY AT OPTIMUM MOISTURE IN
ACCORDANCE WITH AASHTO T—99 METHOD D PROCEDURE FOR THE DETERMINATION OF 95% RELATIVE MAXIMUM DENSITY OF
GRANULAR MATERIALS.
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13. UNLESS OTHERWISE NOTED, THE SAMPLING AND TESTING OF MATERIALS FOR USE ON THE JOBSITE SHALL BE AT THE
EXPENSE OF THE CONTRACTOR. ALL TESTING OF MATERIALS AND WORKMANSHIP SHALL BE PERFORMED BY A CERTIFIED
TESTER. RESULTS OF THE TESTS SHALL BE SENT DIRECTLY TO THE CITY AS WELL AS THE CONTRACTOR, BY THE
LABORATORY. LOCATION AND FREQUENCY OF TESTS SHALL BE DESIGNATED BY THE CITY AND COORDINATED BY THE
CONTRACTOR.
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14. CLASS "A” TRENCH BACKFILL MATERIAL SHALL BE APPROVED NATIVE MATERIAL PER ODOT/APWA SPECS. SEC. 00405.14
FOR ALL AREAS OUTSIDE OF TRAFFIC AREAS AND THE RIGHT—OF—WAY. BACKFILL MATERIAL SHALL BE PLACED IN MAXIMUM
LIFTS OF SIX (6) INCHES AND SHALL BE COMPACTED BY MECHANICAL MEANS TO 90% OF MAXIMUM RELATIVE DENSITY
AND OPTIMUM MOISTURE IN ACCORDANCE WITH AASHTO T—99 METHOD D PROCEDURE FOR THE DETERMINATION OF 95%
RELATIVE MAXIMUM DENSITY OF GRANULAR MATERIALS.
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15. ASPHALTIC CONCRETE PAVEMENT SHALL BE LEVEL 2, 1/2” DENSE GRADED MIX. MATERIALS AND WORKMANSHIP SHALL BE
AS SPECIFIED IN SECTION 00744 OF THE ODOT/APWA SPECS. INSTALLATION SHALL BE IN ACCORDANCE WITH CITY OF
GRANTS PASS STANDARD SPECIFICATIONS, AND TO THE CROSS—SECTION, GRADE AND LOCATIONS SHOWN ON THE
APPROVED PLANS.
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16. A COPY OF THE APPROVED PLANS, SPECIFICATIONS AND STANDARD DRAWINGS SHALL BE ON THE JOB SITE AT ALL TIMES

WHILE WORK IS IN PROGRESS. ADDITIONAL NOTES: .
VI CI NI T Y A P

17. MONOLITHIC CURB AND GUTTER SHALL BE CONSTRUCTED IN ACCORDANCE WITH CITY OF GRANTS PASS STANDARD 1. The City of Grants Pass will notify residents and property owners of the project an
SPECIFICATIONS, AND TO THE CROSS—SECTION, GRADE AND LOCATIONS SHOWN ON THE APPROVED PLANS. approximate time of construction. The Contractor shall be responsible for placing

"door hangers” 72 hours prior to commencement of the work. This effort will be
18. ALL MATERIAL REMAINING AFTER BACKFILLING OPERATIONS HAVE BEEN COMPLETED SHALL BE DISPOSED OF BY THE considered incidental to the project' Contractor shall be responsib|e for p|oc|ng "No

CONTRACTOR IN A MANNER APPROVED OF BY THE CITY. Parking” designation on the street prior to construction to ensure cars are not
blocking the construction zone. CALL BEFORE YOU DIG
19. PRIOR TO FINAL ACCEPTANCE, THE CITY SHALL CERTIFY THAT ALL IMPROVEMENTS HAVE BEEN CONSTRUCTED IN 2. Every effort shall be made to facilitate resident access to their property during

TR6 32K

ACCORDANCE WITH THE APPROVED PLANS AND SPECIFICATIONS. construction.

20. IF THE CONTRACTOR WISHES TO USE WATER FROM THE CITY OF GRANTS PASS WATER DISTRIBUTION SYSTEM, CONTRACTOR 3. F°b"°f ST"" be p'“"?f‘.’ '{‘. the travel lanes at a typical width of 24" per
SHALL MAKE USE OF THE BULK WATER STATION OPERATED BY THE CITY OF GRANTS PASS, AS AN OPTION, THE manutacturer's specitications. , , . . CALL OREGON UTILITY NOTIFICATION COUNCIL
CONTRACTOR MAY APPLY FOR A HYDRANT METER PERMIT THROUGH THE COMMUNITY DEVELOPMENT DEPARTMENT. 4. Removal of centerline "buttons™ shall occur prior to paving and will be considered 1—800—332—2344

incidental to the contract. ., o . FORTY—EIGHT (48) HOURS BEFORE BEGINNING CONSTRUCTION

21. CONTRACTOR SHALL NOT USE THE PUBLIC RIGHT—OF—WAY FOR LONG TERM STAGING OR MATERIAL STORAGE WITHOUT When grinding to a depth of 2 at the qutter, removal shall “daylight™ to 0
PRIOR APPROVAL. DURING THE WORK DAY, THE CONTRACTOR MAY USE THE WORK AREA FOR STORAGE OF PROJECT approximately 6’ from curb. APPROVED
MATERIALS AND EQUIPMENT THAT WILL BE USED THAT DAY; HOWEVER, AT THE END OF THE DAY, THE WORK SITE SHALL Asphalt shall be placed to a depth of 3" at centerline unless otherwise noted. AGENCY
BE CLEANED UP TO THE SATISFACTION OF THE ENGINEER. DISPOSAL OF MATERIALS IS NOT PERMITTED WITHIN THE PUBLIC Erosion and Sediment control measures shall consist of inlet protection and dust
RIGHT—OF—WAY. control as deemed necessary per Sec. 00280.00. POWER PP&L

Traffic control plan will be submitted 5 days prior to preconstruction conference. TELEPHONE CENTURYLINK

22. THE CONTRACTOR SHALL MAKE ARRANGEMENTS FOR DISPOSAL SITES OUTSIDE THE RIGHT—OF—WAY, SHALL PAY ANY AND One asphalt sample per APWA/ODOT Sec. 745 will be taken per every 1,500 tons CAS AVISTA
ALL COSTS INVOLVED, AND SHALL FURNISH THE CITY WITH ALL REQUIRED PERMITS AND DISPOSAL SITE AGREEMENTS. of asphalt placed.

10. One compaction test will be required on each street in sublots of 5. CABLE TV CHARTER

23. THE CONTRACTOR SHALL DESIGNATE AN EMERGENCY CONTACT PERSON THAT WILL HANDLE AFTER—HOUR ISSUES RELATED U.S. POST OFFICE |U.S. POST OFFICE

TO THE PROJECT, AND SHALL PROVIDE EMERGENCY CONTACT TELEPHONE NUMBERS TO THE CITY OF GRANTS PASS.
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24. ALL MATERIALS SHALL BE FURNISHED AND INSTALLED BY THE CONTRACTOR UNLESS OTHERWISE SHOWN ON THE PLANS OR SCHEDULE OF DRAWINGS DATE: PLAN SET DESCRIPTION DOMESTIC WATER |CITY OF GP

LISTED IN THE CONTRACT SPECIFICATIONS.
SHEET DESCRIPTION 4/30/19 PRELIM. PLANS — AGENCY REVIEW (60% SUBMITTAL) SANITARY SEWER |CITY OF GP

Pl

25. ALL GRADES SHOWN ON THE PLANS SHALL BE SUBJECT TO ADJUSTMENT IN THE FIELD BY THE ENGINEER (IN COVER SHEET 6/4/19 PRELIM. PLANS — AGENCY REVIEW (75% SUBMITTAL) STORM DRAINAGE | CITY OF GP
6/19/19 PRELIM. PLANS - AGENCY REVIEW (90% SUBMITTAL)

COORDINATION WITH THE PROJECT SURVEYOR). PIEDMONT AVE. ("A” to Heritage)/CARLA WAY (Peidmont to west)/ STREETS CITY OF GP
ERITAGE DR./SOMMER. DRIVE
HDB ¢ (Dan/ o M STREETS JOSEPHINE CO.

"L” STREET (4th to 6th) CONSTRUCTION AUTHORIZED TO PROCEED IN ACCORDANCE WITH APPROVED PLANS
SIDEWALK RAMP DETAILS (”L” AND 5TH ST.) ("D” AND 3RD ST.) 6/25/19 FINAL PLANS — APPROVED FOR CONSTRUCTION WHEN ALL PERMITS HAVE BEEN ISSUED AND PRE—CONSTRUCTION MEETING HAS Scal e:
DETAIL SHEET CONSTRUCTION SET — APPROVED FOR CONSTRUCTION CONCLUDED. AS NOTED
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GENERAL NOTES: 1. WORK AND MATERIALS SHALL CONFORM TO THE PROVISIONS OF THE CURRENT "OREGON STANDARD SPECIFICATIONS FOR WORK AND MATERIALS SHALL CONFORM TO THE PROVISIONS OF THE CURRENT "OREGON STANDARD SPECIFICATIONS FOR CONSTRUCTION" , ODOT / AMERICAN PUBLIC WORKS ASSOCIATION (APWA), UNLESS OTHERWISE COVERED BY THE SPECIFICATIONS WRITTEN FOR THIS PROJECT OR THE "WATER STANDARDS AND SPECIFICATIONS", THE " SEWER STANDARDS AND SPECIFICATIONS" OR THE "STANDARD DRAWINGS" OF THE CITY OF GRANTS PASS.  2. IN THE EVENT OF CONFLICT IN REGULATIONS AND SPECIFICATIONS GOVERNING THIS PROJECT, THE ORDER OF PRECEDENCE IN THE EVENT OF CONFLICT IN REGULATIONS AND SPECIFICATIONS GOVERNING THIS PROJECT, THE ORDER OF PRECEDENCE IS AS FOLLOWS:   A) CONTRACT SPECIAL PROVISIONS;  CONTRACT SPECIAL PROVISIONS;  B) CONSTRUCTION PLANS;  CONSTRUCTION PLANS;  C) CITY OF GRANTS PASS STANDARDS AND SPECIFICATIONS;  CITY OF GRANTS PASS STANDARDS AND SPECIFICATIONS;  D) GENERAL NOTES;  GENERAL NOTES;  E) ODOT/APWA SPECIFICATIONS FOR CONSTRUCTION.  ODOT/APWA SPECIFICATIONS FOR CONSTRUCTION.  3. ALL CONSTRUCTION SHALL BE SUBJECT TO INSPECTION AND COMPLIANCE WITH THE ABOVE APPLICABLE REGULATIONS AND ALL CONSTRUCTION SHALL BE SUBJECT TO INSPECTION AND COMPLIANCE WITH THE ABOVE APPLICABLE REGULATIONS AND SPECIFICATIONS. 4. ALL CONTRACTORS AND SUBCONTRACTORS SHALL POSSESS A VALID STATE CONTRACTOR'S LICENSE AND A VALID CITY OF ALL CONTRACTORS AND SUBCONTRACTORS SHALL POSSESS A VALID STATE CONTRACTOR'S LICENSE AND A VALID CITY OF GRANTS PASS BUSINESS LICENSE PRIOR TO COMMENCING WORK ON THIS PROJECT. ALL CONTRACTORS AND SUBCONTRACTORS MUST ALSO BE CURRENTLY PREQUALIFIED WITH THE CITY OF GRANTS PASS FOR THE CLASS(ES) OF WORK REQUIRED PRIOR TO ANY CONSTRUCTION. 5. A MANDATORY PRE-CONSTRUCTION CONFERENCE OF ALL PARTIES SHALL BE HELD PRIOR TO ANY CONSTRUCTION.  A MANDATORY PRE-CONSTRUCTION CONFERENCE OF ALL PARTIES SHALL BE HELD PRIOR TO ANY CONSTRUCTION.  6. THE CITY OF GRANTS PASS ENGINEERING DIVISION (541-450-6060) SHALL BE NOTIFIED 24 HOURS IN ADVANCE OF ANY THE CITY OF GRANTS PASS ENGINEERING DIVISION (541-450-6060) SHALL BE NOTIFIED 24 HOURS IN ADVANCE OF ANY STAGE OF CONSTRUCTION.  THE CITY SHALL INSPECT THE CONTRACTOR'S ACTIVITIES TO INSURE COMPLIANCE WITH THE APPROVED PLANS.  7. CONTRACTOR SHALL OBTAIN A CITY OF GRANTS PASS "ENCROACHMENT PERMIT" PRIOR TO COMMENCING ANY WORK. CONTRACTOR SHALL OBTAIN A CITY OF GRANTS PASS "ENCROACHMENT PERMIT" PRIOR TO COMMENCING ANY WORK. 8. THE ENGINEER DOES NOT GUARANTEE THE COMPLETENESS OR ACCURACY OF THE EXISTING UNDERGROUND UTILITIES THE ENGINEER DOES NOT GUARANTEE THE COMPLETENESS OR ACCURACY OF THE EXISTING UNDERGROUND UTILITIES SHOWN ON THESE PLANS.  THE CONTRACTOR IS SOLELY RESPONSIBLE FOR FIELD VERIFYING ANY POTENTIAL UTILITY CONFLICTS BETWEEN EXISTING UNDERGROUND UTILITIES AND THE WORK SHOWN ON THESE PLANS.  THIS INCLUDES BOTH POTENTIAL UTILITY CONFLICTS SHOWN ON THESE PLANS AND POTENTIAL UTILITY CONFLICTS NOT SHOWN ON THESE PLANS BUT EITHER LOCATED, FOUND OR MARKED IN THE FIELD.  WHERE POTENTIAL CONFLICTS ARE FOUND, THE CONTRACTOR SHALL TAKE WHATEVER MEASURES ARE NEEDED (INCLUDING PRELIMINARY POTHOLING OF THE UTILITIES AT THE POTENTIAL CONFLICT LOCATION) PRIOR TO WORK IN THE AREA TO ALLOW TIME FOR THE RESPONSIBLE AGENCY TO CORRECT THE CONFLICT (UNLESS OTHERWISE SPECIFIED ON THE PLANS).  NO ADDITIONAL PAYMENT SHALL BE MADE BY THE CITY FOR ANY EXPENSE THE CONTRACTOR MAY INCUR AS A RESULT OF HIS FAILURE TO ADEQUATELY EXPLORE, IN THE OPINION OF THE ENGINEER, POTENTIAL UTILITY CONFLICTS. 9. THERE SHALL BE NO DEVIATION FROM THE APPROVED PLANS UNLESS REQUESTED IN WRITING BY CONTRACTOR AND THERE SHALL BE NO DEVIATION FROM THE APPROVED PLANS UNLESS REQUESTED IN WRITING BY CONTRACTOR AND APPROVED IN WRITING BY THE CITY.  10. CRUSHED ROCK BASE MATERIAL SHALL BE OBTAINED FROM A SOURCE APPROVED BY THE CITY OF GRANTS PASS CRUSHED ROCK BASE MATERIAL SHALL BE OBTAINED FROM A SOURCE APPROVED BY THE CITY OF GRANTS PASS ENGINEERING DIVISION.   11. CRUSHED ROCK BASE MATERIAL SHALL COMPLY WITH APWA/ODOT SEC. 00641 AND SEC. 02630 AND SHALL BE PLACED IN CRUSHED ROCK BASE MATERIAL SHALL COMPLY WITH APWA/ODOT SEC. 00641 AND SEC. 02630 AND SHALL BE PLACED IN MAXIMUM LIFTS OF SIX (6) INCHES AND SHALL BE COMPACTED TO 100% OF MAXIMUM RELATIVE DENSITY AT OPTIMUM MOISTURE IN ACCORDANCE WITH AASHTO T-99 METHOD A WITH COURSE PARTICLE CORRECTION ACCORDING TO ODOT TM-223 PROCEDURE FOR THE DETERMINATION OF 100% RELATIVE MAXIMUM DENSITY OF GRANULAR MATERIALS. 12. CLASS "B" TRENCH BACKFILL MATERIAL SHALL COMPLY WITH APWA/ODOT SEC. 00405.14 AND SHALL BE 3/4" CRUSHED CLASS "B" TRENCH BACKFILL MATERIAL SHALL COMPLY WITH APWA/ODOT SEC. 00405.14 AND SHALL BE 3/4" CRUSHED ROCK UNDER PAVEMENT OR IN RIGHT-OF-WAY.  BACKFILL MATERIAL SHALL BE PLACED IN MAXIMUM LIFTS OF 6" AND SHALL BE COMPACTED BY MECHANICAL MEANS TO 95% OF MAXIMUM RELATIVE DENSITY AT OPTIMUM MOISTURE IN ACCORDANCE WITH AASHTO T-99 METHOD D PROCEDURE FOR THE DETERMINATION OF 95% RELATIVE MAXIMUM DENSITY OF GRANULAR MATERIALS. 13. UNLESS OTHERWISE NOTED, THE SAMPLING AND TESTING OF MATERIALS FOR USE ON THE JOBSITE SHALL BE AT THE UNLESS OTHERWISE NOTED, THE SAMPLING AND TESTING OF MATERIALS FOR USE ON THE JOBSITE SHALL BE AT THE EXPENSE OF THE CONTRACTOR. ALL TESTING OF MATERIALS AND WORKMANSHIP SHALL BE PERFORMED BY A CERTIFIED TESTER. RESULTS OF THE TESTS SHALL BE SENT DIRECTLY TO THE CITY AS WELL AS THE CONTRACTOR, BY THE LABORATORY. LOCATION AND FREQUENCY OF TESTS SHALL BE DESIGNATED BY THE CITY AND COORDINATED BY THE CONTRACTOR.  14. CLASS "A" TRENCH BACKFILL MATERIAL SHALL BE APPROVED NATIVE MATERIAL PER ODOT/APWA SPECS. SEC. 00405.14 CLASS "A" TRENCH BACKFILL MATERIAL SHALL BE APPROVED NATIVE MATERIAL PER ODOT/APWA SPECS. SEC. 00405.14 FOR ALL AREAS OUTSIDE OF TRAFFIC AREAS AND THE RIGHT-OF-WAY.  BACKFILL MATERIAL SHALL BE PLACED IN MAXIMUM LIFTS OF SIX (6) INCHES AND SHALL BE COMPACTED BY MECHANICAL MEANS TO 90% OF MAXIMUM RELATIVE DENSITY AND OPTIMUM MOISTURE IN ACCORDANCE WITH AASHTO T-99 METHOD D PROCEDURE FOR THE DETERMINATION OF 95% RELATIVE MAXIMUM DENSITY OF GRANULAR MATERIALS.  15. ASPHALTIC CONCRETE PAVEMENT SHALL BE LEVEL 2, 1/2" DENSE GRADED MIX. MATERIALS AND WORKMANSHIP SHALL BE ASPHALTIC CONCRETE PAVEMENT SHALL BE LEVEL 2, 1/2" DENSE GRADED MIX. MATERIALS AND WORKMANSHIP SHALL BE AS SPECIFIED IN SECTION OO744 OF THE ODOT/APWA SPECS.  INSTALLATION SHALL BE IN ACCORDANCE WITH CITY OF GRANTS PASS STANDARD SPECIFICATIONS, AND TO THE CROSS-SECTION, GRADE AND LOCATIONS SHOWN ON THE APPROVED PLANS.  16. A COPY OF THE APPROVED PLANS, SPECIFICATIONS AND STANDARD DRAWINGS SHALL BE ON THE JOB SITE AT ALL TIMES A COPY OF THE APPROVED PLANS, SPECIFICATIONS AND STANDARD DRAWINGS SHALL BE ON THE JOB SITE AT ALL TIMES WHILE WORK IS IN PROGRESS.  17. MONOLITHIC CURB AND GUTTER SHALL BE CONSTRUCTED IN ACCORDANCE WITH CITY OF GRANTS PASS STANDARD MONOLITHIC CURB AND GUTTER SHALL BE CONSTRUCTED IN ACCORDANCE WITH CITY OF GRANTS PASS STANDARD SPECIFICATIONS, AND TO THE CROSS-SECTION, GRADE AND LOCATIONS SHOWN ON THE APPROVED PLANS.  18. ALL MATERIAL REMAINING AFTER BACKFILLING OPERATIONS HAVE BEEN COMPLETED SHALL BE DISPOSED OF BY THE ALL MATERIAL REMAINING AFTER BACKFILLING OPERATIONS HAVE BEEN COMPLETED SHALL BE DISPOSED OF BY THE CONTRACTOR IN A MANNER APPROVED OF BY THE CITY.  19. PRIOR TO FINAL ACCEPTANCE, THE CITY SHALL CERTIFY THAT ALL IMPROVEMENTS HAVE BEEN CONSTRUCTED IN PRIOR TO FINAL ACCEPTANCE, THE CITY SHALL CERTIFY THAT ALL IMPROVEMENTS HAVE BEEN CONSTRUCTED IN ACCORDANCE WITH THE APPROVED PLANS AND SPECIFICATIONS. 20. IF THE CONTRACTOR WISHES TO USE WATER FROM THE CITY OF GRANTS PASS WATER DISTRIBUTION SYSTEM, CONTRACTOR IF THE CONTRACTOR WISHES TO USE WATER FROM THE CITY OF GRANTS PASS WATER DISTRIBUTION SYSTEM, CONTRACTOR SHALL MAKE USE OF THE BULK WATER STATION OPERATED BY THE CITY OF GRANTS PASS, AS AN OPTION, THE CONTRACTOR MAY APPLY FOR A HYDRANT METER PERMIT THROUGH THE COMMUNITY DEVELOPMENT DEPARTMENT.  21. CONTRACTOR SHALL NOT USE THE PUBLIC RIGHT-OF-WAY FOR LONG TERM STAGING OR MATERIAL STORAGE WITHOUT CONTRACTOR SHALL NOT USE THE PUBLIC RIGHT-OF-WAY FOR LONG TERM STAGING OR MATERIAL STORAGE WITHOUT PRIOR APPROVAL.  DURING THE WORK DAY, THE CONTRACTOR MAY USE THE WORK AREA FOR STORAGE OF PROJECT MATERIALS AND EQUIPMENT THAT WILL BE USED THAT DAY; HOWEVER,  AT THE END OF THE DAY, THE WORK SITE SHALL AT THE END OF THE DAY, THE WORK SITE SHALL BE CLEANED UP TO THE SATISFACTION OF THE ENGINEER. DISPOSAL OF MATERIALS IS NOT PERMITTED WITHIN THE PUBLIC RIGHT-OF-WAY. 22. THE CONTRACTOR SHALL MAKE ARRANGEMENTS FOR DISPOSAL SITES OUTSIDE THE RIGHT-OF-WAY, SHALL PAY ANY AND THE CONTRACTOR SHALL MAKE ARRANGEMENTS FOR DISPOSAL SITES OUTSIDE THE RIGHT-OF-WAY, SHALL PAY ANY AND ALL COSTS INVOLVED, AND SHALL FURNISH THE CITY WITH ALL REQUIRED PERMITS AND DISPOSAL SITE AGREEMENTS. AND DISPOSAL SITE AGREEMENTS. 23. THE CONTRACTOR SHALL DESIGNATE AN EMERGENCY CONTACT PERSON THAT WILL HANDLE AFTER-HOUR ISSUES RELATED THE CONTRACTOR SHALL DESIGNATE AN EMERGENCY CONTACT PERSON THAT WILL HANDLE AFTER-HOUR ISSUES RELATED TO THE PROJECT, AND SHALL PROVIDE EMERGENCY CONTACT TELEPHONE NUMBERS TO THE CITY OF GRANTS PASS. 24. ALL MATERIALS SHALL BE FURNISHED AND INSTALLED BY THE CONTRACTOR UNLESS OTHERWISE SHOWN ON THE PLANS OR ALL MATERIALS SHALL BE FURNISHED AND INSTALLED BY THE CONTRACTOR UNLESS OTHERWISE SHOWN ON THE PLANS OR LISTED IN THE CONTRACT SPECIFICATIONS. 25. ALL GRADES SHOWN ON THE PLANS SHALL BE SUBJECT TO ADJUSTMENT IN THE FIELD BY THE ENGINEER (IN ALL GRADES SHOWN ON THE PLANS SHALL BE SUBJECT TO ADJUSTMENT IN THE FIELD BY THE ENGINEER (IN COORDINATION WITH THE PROJECT SURVEYOR).
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ADDITIONAL NOTES: 1. The City of Grants Pass will notify residents and property owners of the project an The City of Grants Pass will notify residents and property owners of the project an approximate time of construction. The Contractor shall be responsible for placing "door hangers" 72 hours prior to commencement of the work. This effort will be considered incidental to the project. Contractor shall be responsible for placing "No Parking" designation on the street prior to construction to ensure cars are not blocking the construction zone. 2. Every effort shall be made to facilitate resident access to their property during Every effort shall be made to facilitate resident access to their property during construction. 3. Fabric shall be placed in the travel lanes at a typical width of 24' per Fabric shall be placed in the travel lanes at a typical width of 24' per manufacturer's specifications. 4. Removal of centerline "buttons" shall occur prior to paving and will be considered Removal of centerline "buttons" shall occur prior to paving and will be considered incidental to the contract. 5. When grinding to a depth of 2" at the gutter, removal shall "daylight" to 0" When grinding to a depth of 2" at the gutter, removal shall "daylight" to 0" approximately 6' from curb. 6. Asphalt shall be placed to a depth of 3" at centerline unless otherwise noted. Asphalt shall be placed to a depth of 3" at centerline unless otherwise noted. 7. Erosion and Sediment control measures shall consist of inlet protection and dust Erosion and Sediment control measures shall consist of inlet protection and dust control as deemed necessary per Sec. 00280.00. 8. Traffic control plan will be submitted 5 days prior to preconstruction conference. Traffic control plan will be submitted 5 days prior to preconstruction conference. 9. One asphalt sample per APWA/ODOT Sec. 745 will be taken per every 1,500 tons One asphalt sample per APWA/ODOT Sec. 745 will be taken per every 1,500 tons of asphalt placed. 10. One compaction test will be required on each street in sublots of 5.One compaction test will be required on each street in sublots of 5.
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INSTALL NEW WATER VALVE CAN AND PVC SLEEVES. REMOVE DEBRIS FROM VALVE CAN WHEN PAVING IS COMPLETED. MINOR MANHOLE ADJUSTMENT PER GP312. NOT USED. REMOVE CONCRETE COLLAR FROM MANHOLE. EXCAVATE AROUND CLEANOUT. REMOVE EXISTING RISER PIPE AND INSTALL NEW RISER PIPE EXTENDING INTO BONNET PER GP362.
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